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NEW MASTER WATER METER
APPROX. POSITION SUBJECT
TO WATER CORP. APPROVAL

EXISTING POWER DOME

EXISTING WATER CONNECTION
TO BE RELOCATED
AND UPGRADED TO MASTER METER
SUBJECT TO WATER CORP.

PLUMBER NOTE:
 - REFER TO PLUMBING PLAN FOR SEWER AND STORMWATER
LAYOUTS.

ELECTRICAN NOTE:
- PROVIDE BOX ON POLE , AND MINI DOMES AS INDICATED,
POSITION TO BE CONFIRMED.
-  BOLLARD LIGHTING AS INDICATED BY:

FENCING CONTRACTOR NOTE:
- 1800h C'BOND FENCE W/- CAPPING AS INDICATED BY:
- 1800h C'BOND FENCE W/- CAPPING & RETAINING PLINTH
   AS INDICATED BY:

RETAINING CONTRACTOR NOTE:
- TOP OF WALL (TOW) INDICATED FOR CLARITY ONLY.
- ENSURE BOTTOM OF RETAINING IS EMBEDDED SUFFICIENTLY

AS REQ. BY ENG. DETAIL.
- REFER TO NEIGHBOURS EXISTING LEVELS OR NOMINATED

PAVING / LANDSCAPING LEVELS FOR FULL REQ. RETAINING
HEIGHTS.

- REFER TO SITE SETOUT PLAN FOR RETAINING WALLS SETUP.
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